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DESCRIZIONE 
Elettromagneti realizzati per mantenere aperte le 
porte tagliafuoco o di passaggio e rilasciarle in 
caso d’incendio a seguito di comandi da parte di 
una centrale di rivelazione. 

 
MODELLI DISPONIBILI 
• EM05: elettromagnete per blocco porte tagliafuoco 

con pulsante di sblocco 50 kg effettivi (RIF89A1). 
• EM10: elettromagnete per blocco porte tagliafuoco 

con pulsante di sblocco 100 Kg effettivi(RIF87B1). 
 
CARATTERISTICHE TECNICHE EM05 
• Forza d’aggancio:50 Kg. effettivi; 
• Alimentazione: 24 Vcc. 
• Assorbimento:60 mA (25 mA per 25 Kg.); 
• Pulsante manuale di rilascio. 
• Accesso facilitato per i cavi di collegamento. 
• Morsetto per 25 Kg. di trattenuta (EM05). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
ACCESSORI 
 

 
 
 
 

 
CARATTERISTICHE TECNICHE EM10 
• Forza d’aggancio:100 Kg. effettivi. 
• Alimentazione: 24 Vcc. 
• Assorbimento: 100 mA (50 mA per 50 Kg.). 
• Pulsante manuale di rilascio. 
• Accesso facilitato per i cavi di collegamento. 
• Morsetto per 50 Kg. di trattenuta (EM10). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CODICE DESCRIZIONE CODICE 
MAGAZZINO 

EMC05 Copertura per fermo da 50 Kg. 
 RIF89A1 

EMC10 Copertura per fermo da 100 Kg. 
 RIF87B2 

EMS05 Staffa per montaggio a pavimento 
elettromagneti 50 e 100 Kg. RIF89A3 
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SISTEMA GESTIONE
 QUALITA’ CERTIFICATO 

UNI EN ISO 9001:2000 

DESCRIPTION 
Electromagnet realized to keep open fireproof 
door or passage, and release it in case of fire 
alarm by command from fire alarm control panel. 

AVAILABLE MODELS 
• EM05: eletromagnet to hold fireproof door with 

unlocking button. Holding power 50 kg (RIF89A1). 
• EM10: eletromagnet to lock fireproof door with 

unlocking button. Holding power 100 kg  
(RIF87B1). 

 
TECHNICAL FEATURES EM05 
• Holding power:50 Kg. real; 
• Operating voltage: 24 Vdc. 
• Current supply:60 mA (25 mA for 25 Kg.); 
• Manual push button for release. 
• Easy wiring. 
• 25 Kg. support holder. (EM05). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ACCESSORIES 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

TECHNICAL FEATURES EM10 
• Holding power:100 Kg. real. 
• Operating voltage: 24 Vdc.. 
• Current supply: 100 mA (50 mA for 50 Kg.). 
• Manual push button for release. 
• Easy wiring. 
• 50 Kg. support holder. (EM10). 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CODE DESCRIPTION MAG. 
CODE 

EMC05 Covering protection for 50Kg model RIF89A1 

EMC10 Covering protection for 100Kg model  RIF87B2 

EMS05 Floor mounting kit for EMC05 and 
EMC10 models RIF89A3 


