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TESTANDRAIN® MODEL 1000
VALVE OPERATING INSTRUCTIONS

A. TOTEST: |
1. Turn valve handle counterclockwise from "Off" to

"Test". The handle will stop automatically.
2. After test is completed, return handle to "Off",

B. TO DRAIN:
1. Turn handle counterclockwise from "Off" to

"Test", The handle will stop automatically.

2, Depress "Push" button and turn handle 1o
"Drain".

3. When system is empty, return handie clockwise
to "Off" position.

CALIFORNMIA PROPOSITION 65 WARNING
WARNING: Tris prod:ct containg chemicals
wnawr, 1o te Stete of California to calise cancer
=nd bisth defects or other reproductive harm.
| (Galiforniz taw roquires this warring to be given
fo cuetormers in the State of California.)

For more tnformation: www.waltsind.eem/prapga

AGF M? NUFACTURING, INC.

16, Quaker Lane
Malvern, PA 19355
Telephone: (610) 240-4900
Fax: (610) 240-4906
www. testandrain.com

LIMITED WARRANTY: AGF Manufacturifig, Inz. warranis each procivet against defects i materis|
and workmanship for a perod of cne year from the date cf original spment. In the everd o such
defects wivin the warranty paricd, the Company wil', a: its option, repace or reconditior. the product
wihout charge. This shal constie the exclusive reredy for breach of warranty, ard tie Comrpzny
shall not be responsible for any incidental or coasequentizl damages, inciuding, without imitation,
damages or cther costs rasu'tng from fabor crarges, delays, vandslism, regligence, fouling caused
by ‘oreign materia!, damacge Fom acverse water condidons, chamicals or any other circumstances
over which the Company has no control. This warranty sha!” be i~validated by any abuse. misuse,
miszpglication o7 impreper instalaton of the product  THE COKPENY WMAKES NO CTHER
WARTANT.ES EXPRESS OR MPLIED EXCEPT AS PROVIDED IN THIS LIMITED WARRANTY.
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INSTALLATION INSTRUCTIONS
FOR TESTANDRAIN™ MODEL 1000

1. CHECK THE INDICATING PLATE FOR THE CORRECT
ORIFICE SIZE. 3/8", 7/16", 1/2", 17/32", 5/8"(EL.O),
3/4"(ESFR).

2. THREAD THE PIPE NIPPLE INTO THE INLET OF THE

TESTANDARAIN.

3. THREAD THE PIPE NIPPLE AND THE TESTANDRAIN
INTO THE QUTLET ON THE FEED MAIN.

4. THREAD PIPING FROM QUTLET OF TESTANDRAIN TO
AN ACCEPTABLE DRAIN FIXTURE OR ACTIVE EXPRESS

DRAIN AS REQUIRED.




